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ENGINE RANGE SAAB  92/93/95/96/Sonett, 2-stroke engine M50–68. 
Swedish market 

Car / Engine type Cyl.vol . Engine Model year / Hp

(cc) spec. -50 -51 -52 -53 -54 -55 -56 -57 -58 -59 -60 -61 -62 -63 -64 -65 -66 -67 -68

SAAB 92 2-cyl 764 10
25 28 Launched 

1947

SAAB 93 3-cyl 748 11
33

SAAB 93
3-cyl

750 GT
748 12

45

SAAB 95/96
Short nose

3-cyl
841 13

38

SAAB 96 Sport 3-cyl 841 14
52

SAAB 95/96
Long nose

3-cyl
841 15

40 42

SAAB 96

Monte Carlo
3-cyl 841 16

55

SAAB 97

Sonett II
3-cyl 841 17

60
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ENGINE RANGE SAAB  95/96/Sonett, 4-stroke engine M67 – 80 
Swedish market. 

Car / Engine type Cyl.vol Engine Model year / Hp

(L) spec -67 -68 -69 -70 -71 -72 -73 -74 -75 -76 -77 -78 -79 -80

SAAB 95/96 Ford V4 1,5 20 65

SAAB 95/96 Ford V4 1,5 21 62

SAAB 95/96 Super Ford V4 1,5 22
68 SAAB 95 end of 

production.
SAAB 97

Sonett II
Ford V4 . 1,5 23

65

SAAB 97

Sonett III
Ford V4 1,5 24

65

SAAB 97

Sonett III
Ford V4 1,7 25

65

Colour coding of the V4 engine . Model year.

Block type Block colour Valve cover colour -67 -68 -69 -70 -71 -72 -73 -74 -75 -76 -77 -78 -79 -80
Open deck Black Red

Closed deck Silver Silver

Closed desk Blue Blue

Closed deck Black Black
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ENGINE RANGE SAAB  99/90  M69 – 87 
SAAB 90 INTRODUCED  M85 

Swedish market 

Car / Engine type Cylvol Engine Model year / Hp

(L) spec -69 -70 -71 -72 -73 -74 -75 -76 -77 -78 -79 -80 -81 -82 -83 -84 -85 -86 -87

SAAB 99
Triumph single

carb.
1,7 30

80

SAAB 99 Triumph Fuel Inj. 1,7 31
87 Bosch D-Jetronic

SAAB 99
Triumph Sigle

carb.
1,85 32

88

SAAB 99 Triumph Fuel Inj. 1,85 33
95 97

SAAB 99 SAAB Fuel Inj. 2,0 34

110 118 110 D-Jetronic

118 Bosch CI

SAAB 99/90
SAAB Single

carb.
2,0 35

95 100

SAAB 99 SAAB Twin carb. 2,0 36
108

SAAB 99
SAAB

Turbo Fuel Inj.
2,0 37

145 Endur. test M77

100 cars
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ENGINE RANGE SAAB  900  Gen 1  M79 – 93 
 Swedish market 

Car / Engine type Cyl.vol. Engine Model year / Hp

(L) spec -79 -80 -81 -82 -83 -84 -85 -86 -87 -88 -89 -90 -91 -92 -93

SAAB 900 SAAB Single carb. 2,0 40
100

SAAB 900 SAAB Twin-carb. 2,0 41
108

SAAB 900 SAAB Fuel Inj. 8v 2,0 42
118

SAAB 900
SAAB

Turbo 8
2,0 43

145 155 APC-syst from M82-

M86-88 with Inter-cooler.

SAAB 900
SAAB

Turbo 16 V
2,0 44

175 Aero with Int-cooler.

SAAB 900 SAAB Fuel Inj 8 v. 2,0 45
110

SAAB 900
SAAB

Turbo 8
2,0 46

140

SAAB 900
SAAB

Turbo 16
2,0 47

160 With inter-cooler.

SAAB 900 SAAB Fuel -Inj.16v 2,0 48
125 128

SAAB 900
SAAB

Turbo 16
2,0 49

145 Without Inter-cooler.

SAAB 900
SAAB

Turbo 16
2,0 50

175 Aero with Intercooler.

SAAB 900 SAAB Fuel Inj.16v 2,1 51
140
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ENGINE RANGE SAAB-Lancia 600   M80 – 85 
Swedish market 

Car / Engine type Cyl.vol. Engine Model year / Hp

(L) spec -80 -81 -82 -83 -84 -85

SAAB-Lancia 600 1,5 55
85
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ENGINE RANGE SAAB  9000  M85 – 98 
Swedish market. 

Car / Engine type Cyl.vol. Engine Model Year / Hp

(L) spec -85 -86 -87 -88 -89 -90 -91 -92 -93 -94 -95 -96 -97 -98

SAAB 9000
SAAB

Turbo
2,0 57

175 Without catalyst

SAAB 9000
SAAB

Turbo
2,0 58

160 165 With catalyst.

SAAB 9000 SAAB Nat. Asp 2,0 59
130 Without catalyst

SAAB 9000 SAAB Nat .Asp. 2,0 60
125 With catalyst

SAAB 9000 SAAB Nat. Asp. 2,0 61
130 With catalyst

SAAB 9000 SAAB Nat Asp 2,3 62
150 With catalyst

SAAB 9000
SAAB

Turbo
2,3 63

200 With catalyst

SAAB 9000
SAAB 

Turbo low -pres.
2,0 64

150 With cat.No Int-cooler M93.

SAAB 9000
SAAB

Turbo low-pres.
2,3 65

170 With catalyst

SAAB 9000
SAAB

Turbo
2,3 66

225 Aero. With catalyst

SAAB 9000 GM V6 3,0 67
210
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ENGINE RANGE SAAB  9-5  Gen 1  M98 – 10 
Swedish market. 

Car / Engine type Cyl.vol. Engine Model year / Hp

(L) spec 98 -99 -00 -01 -02 -03 -04 -05 -06 -07 -08 -09 -10

SAAB 9-5
SAAB

Low Pres.Turbo
2,0 80

150

180

180 Hp with 

E85 M06-

SAAB 9-5
SAAB

Low Pres.Turbo
2,3 81

170

SAAB 9-5
GM-V6 Turbo

3,0 82
200

SAAB 9-5
SAAB

Turbo
2,3 83

230 250 260

SAAB 9-5
SAAB

Turbo
2,3 84

185

210

210 Hp with 

E85 M07-

SAAB 9-5
GM

Diesel
2,2 85

120

SAAB 9-5
Izuzu

V6 Diesel
3,0 86

176

SAAB 9-5
SAAB

Turbo
2,3 87

220

SAAB 9-5
GM/Fiat

Diesel
1,9 88

150
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ENGINE RANGE SAAB  9-3  Gen 2  M03 – 12 
Swedish market. 

Car / Engine type Cyl.vol. Engine Model year / Hp

(L) spec 03 -04 -05 -06 -07 -08 -09 -10 -11 -12

SAAB 9-3 GM Nat. Asp. 1,8 90
122

SAAB 9-3
GM

Turbo
2,0 91

150

SAAB 9-3

GM

Low Pressure

Turbo.

2,0 92

175

SAAB 9-3
GM

Low Pressure

Turbo.

2,0 93
210

SAAB 9-3
GM

Diesel
2,2 94

125

SAAB 9-3
GM/Fiat

Diesel 8/16 V
1,9 95

150

120

16V

8V

SAAB 9-3
GM

V6 turbo
2,8 96

250

230

280

255

230 Hk only M06

SAAB 9-3
GM/Fiat

Diesel TTiD
1,9 97

180 160

130

Two stage Turbo

SAAB 9-3
GM

 BioPower
2,0 98

175 Turbo

SAAB 9-3
GM

 BioPower
2,0 99

200 Turbo

SAAB 9-3
GM

Turbo
2,0 100

220
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ENGINE RANGE SAAB  9-5  Gen 2 M10-11 
Swedish market 

12 

Car / Engine type Cyl.vol. Engine Model year / Hp

(L) spec -10 -11

SAAB 9-5
GM

R4 Turbo
2,0 110

220

SAAB 9-5
GM

V6 Turbo
2,8 111

300

SAAB 9-5
GM

Diesel TiD
2,0 112

160

SAAB 9-5
GM

Diesel TTiD
2,0 113

190

SAAB 9-5
GM

Turbo
1,6 114

180
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Engine specifications SAAB 92/93/95/96/Sonett  
2-stroke Engine 

Car model : SAAB 92 

  M52 --  SAAB 92B 

   

Model year : M50 - 56 

 

Engine type : SAAB  2 cylinder. 
 Transverse. 

 

Cylinder volume : <cc> : 764 

 

Cylinder diameter: <mm> 80 

 

Stroke <mm > : 76 

 

Compression ratio : <є>:   6,6:1 

 

Power <Hp/rpm> : 25 / 3800   M50-53  

  28 / 3800   M54-56 

 

Torque <Nm/rpm> : 55 / 2300 

Fuel- System : Single carburetter  Solex 32 AC. 

  M54 new carb.       Solex 32 BI. 

 

Ignition system : Bosch-Twin contact -breakers    
 and ignition coils .  

  6V. 

 

Knock control : No 

 

Features :   

• Engine-block in cast-iron, crank-case and cylinder- 
head in aluminium. 

• 3-bearing crank-shaft. 

• Thermo-syphon ( Natural circulation) cooling 
system. 

• M54 new carburetter.  

Spec 10 
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Engine specifications SAAB 92/93/95/96/Sonett 2-stroke 
engine . 

Car model : SAAB 93 

     

Model year : M56 – 60  

 

Engine type: SAAB 3 cylinder- 

   longitudinal. 

 

Cylinder volume <cc> : 748 

 

Cylinder diameter <mm> : 66 

 

Stroke <mm > : 72,9 

 

Compression  ratio <є> :   7,3:1 

 

Power <Hp/rpm >: 33 / 4200  

 

Torque <Nm/rpm> : 68,7 / 3000 

 

Fuel system : Single carburetter Solex 40 AI. 

  Electric fuel-pump . 

 

Ignition System : Bosch :Distributor including 
 contact breakers (12 volt). 

 

Knock control : No 

 

Features :  

• Engine -block and crank-case section (half) in cast-
iron , cylinder-head in aluminium. 

• 4-crank-shaft bearings. 

• Cooling-system with rotary pump positioned at 
the rear of alternator. 

 

 

Spec 11 
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Engine specifications SAAB 92/93/95/96/Sonett 2-stroke 
engine . 

Car model : SAAB 93 GT 

     

Model year : M58 - 60 

 

Engine type  : SAAB 3 cylinder- 

   longitudinal. 

 

Cylinder volume  <cc> : 748 

 

Cylinder diameter <mm> : 66 

 

Stroke  <mm > : 72,9 

 

Compression ration <є> :   9,8:1 

 

Power  Hp/rpm : 45 / 5000  

 

Torque Nm/rpm : 75,5/3500 

Fuel system : Single carburetter .Solex 40 AI 

   (45 hp / 5000 rpm). 

  Twin-carburetter. Solex 44 PII as  
 accessory / tuning  kit  

  (55 hp /5000 rpm). 

  Twin electric fuel-pumps. 

Ignition System :  Bosch distributor with contact-  
   breakers . (12 volt). 

Knock  control : No 

 

Features  : 

• Cylinder-block and crank-case ( lower half ) in cast 
– iron ,cylinder-head in aluminium. 

• 4-bearing crank-shaft. 

• Cooling system with rotary pump positioned at 
rear of  alternator. 

• Tuning-kit with alternative exhaust-syst. available 
as an accessory, power increase to 55 Hp . 

Spec 12 
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Engine specifications SAAB 92/93/95/96/Sonett 2-stroke 
engine . 

Car model : SAAB 95/96  (short-nose) 

     

Model year : M60 - 64 

 

Engine type : SAAB 3 Cylinder, 

  (longitudinal ). 

 

Cylinder volume  <cc> : 841 

 

Cylinder diameter <mm> : 70 

 

Stroke <mm > : 72,9 

 

Compression ratio  <є> :   7,3:1 

 

Power  <Hp/rpm> : 38 / 4200  

 

Torque <Nm/rpm>: 81,4/3000   

Fuel system : Single carburetter Solex 40 AI  
 Electric fuel-pump (SU). 

 

Ignition System : Bosch distributor with contact- 
 breakers .   

 

Knock control :  No 

 

Features :  

• Cylinder-block and crank-case (lower half) in cast-
iron ,cylinder-head in aluminium. 

• 4-bearing crank-shaft. 

• Cooling system with rotary pump positioned at 
rear of alternator. 

• 3% Fuel/Oil mixture. 

Spec 13 
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Engine specification SAAB 92/93/95/96/Sonett 2-stroke engine. 

Car model : SAAB 96 Sport 
    

Model year : M62 - 64 

 

Engine type : SAAB 3 cylinder, 
  longitudinal. 

 

Cylinder volume <cc> : 841 

 

Cylinder diameter  <mm> : 70 

 

Stroke < mm> : 72,9 

 

Compression ration <є> :   9,0:1 

 

Power <Hp/rpm> : 52 / 5000  

 

Torque <Nm/rpm> : 93,2 / 3500 

Fuel system: Three carburetters connected in 
 parallel.  

  Solex 34 BIC.   

  Electric Fuel-pump.(Bendix). 

 

Ignition system : Bosch distributor with contact 
 breakers.  

 

Knock control: No 

 

Features:  

• Engine block and crank-case (underside)in cast-
iron, cylinder-head in aluminium. 

• 4-bearing crank-shaft. 

• Radiator in engine compartments rear section, 
water pump positioned at rear of the alternator. 

• Direct lubrication by pipes cast into the engine 
block, oil-pump driven by crank-shaft with  
seperate oil tank .Fuel min. 95 octane. 

• Special spark plugs - Champion UK-16V (surface 
gap). 

Spec 14 
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Engine specifications  SAAB 92/93/95/96/Sonett 2-stroke 
engine. 

Car model : SAAB 95/96  (long nose) 

     

Model year : M65 - 68 

 

Engine type : SAAB 3 cylinder,longitudinal . 

 

Cylinder volume <cc> : 841 

 

Cylinder diameter <mm> : 70 

 

Stroke  < mm > : 72,9 

 

Compression  ration <є>:   8,1:1    M65 

  8,5:1    M66-68 

 

Power <Hp/rpm> : 40 / 4250    M65 

  42 / 4250    M66-68 

 

Torque  <Nm/rpm> :  82,4 / 3000 

Fuel system: Single carburetter Solex 40 BI  M65 

  Trippel carb.  Solex 34 W  M66-68 
 Crank -case  fitted fuel pump 
 driven by crank case pressure 
 pulses. 

 

Ignition system: Bosch distributor with contact 
 breakers . 

 

Knock control : No 

 

Features :  

• Engine block and crank-case underside in cast-
iron. Cylinder-head  in aluminium. 

• 4-bearing crank-shaft. 

• Front positioned radiator with water pump 
attached to the front of the cylinder-head   

• Fuel/Oil (1,5%). 

Spec 15 
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Engine specifications SAAB 92/93/95/96/Sonett 2-stroke 
engine. 

Car model : SAAB 96  Monte Carlo 

  ( long nose) 
    

Model year : M65 – 68 

 

Engine type : SAAB 3 cylinder- 

  longitudinal. 

Cylinder volume  <cc> : 841 

 

Cylinder diameter <mm> : 70 

 

Stroke  < mm > : 72,9 

 

Compression ratio <є > :   9,0:1    

 

Power  <Hp/rpm> : 55 / 5000     

 

Torque <Nm/rpm> : 91,2 / 3800 

Fuel system : Trippel carburetter  Solex 34.   
 Crank case fitted fuel pump ( 
 Pierburg )driven by pressure pulses 
 in the crank –case. 

Ignition system : Bosch distributor with contact 
 breakers. Ignition coil with 
 series resistor. 

Knock control: No 

Features :  

• Engine -block and crank-case underside in cast-
iron ,cylinder-head in aluminium. 

• 4-bearing crank-shaft. 

• Front mounted radiator with water pump 
positioned on the front of the cylinder-head . 

• Direct lubrication via channels cast into the 
Cylinder-block . 

• Oil-pump driven by crank-shaft,seperate Oil-tank. 

• Special spark-plugs : Champion UK-16V (surface 
gap) 

Spec 16 
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Engine specifications SAAB 92/93/95/96/Sonett 2-stroke 
engine . 

Car model : SAAB Sonett II 

     

Year model : M66 - 67 

 

Engine type : SAAB 3 cylinder. 

   

Cylinder volume  <cc >: 841 

 

Cylinder diameter <mm> : 70 

 

Stroke <mm > : 72,9 

 

Compression ratio <є> :   9,0:1    

 

Power  <Hp/rpm> : 60 / 5200     

 

Torque <Nm /rpm> : 92,4  / 4000  

Fuel system : Horisontal  trippel carb. Solex 40 
 DHW.   

  Twin electric fuel pumps. 

  Separate float housing  positioned 
 on engine compartment  floor (right 
 side). 

Ignition system : Bosch distributor with contact 
 breakers. 

 

Knock control : No 

Features:  

• Engine Block and crank-case in cast-iron ,cylinder 
–head in aluminium. 

• 4-bearing crankshaft. 

• Front positioned radiator with water pump  
positioned on front of the cylinder-head .Direct 
lubrication via oil channels (ports)cast into Engine 
block . 

• Oil-pump driven by crank-shaft, seperate oil tank. 

• Special spark-plugs : Champion UK-16V (surface 
gap). 

Spec 17 
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Engine specifications SAAB 95/96/Sonett 4-stroke engine. 

Car model : SAAB 95/96 

   

Model year : M67 - 75 

 

Engine type : Ford V4, - longitudinal . 

 

Cylinder volume  < cc> : 1498 

 

Cylinder diameter <mm> : 90 

 

Stroke  <mm > : 58,86 

 

Compression ratio <є > : 9,0:1 

 

Power  <Hp /rpm> : 65 / 4700 

 

Torque <Nm/rpm>: 115 / 2500 

Fuel system :  

 Solex  single carburetter PDSIT-7          M67-68 

 FoMoCo  single carburettor  25/32      M69-75 

 

Ignition system :  Bosch distributor with contact 
 breakers. 

 

Knock  control : No. 

Features : 

• 4-cylinder water-cooled  V4 engine with 60°angle 
between each cylinder bank . 

• 2 valves per cylinder. 

• Balance shaft . 

• Engine block and cylinder-head in cast-iron. 

• Automatic choke . 

 

Spec 20 
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Engine specifications SAAB 95/96/Sonett 4-stroke engine . 

Car model : SAAB 95/96 

   

Model year : M76 – 77½ 

 

Engine type : Ford V4, Longitudinal . 

 

Cylinder volume  <cc> : 1498 

 

Cylinder diameter <mm> : 90 

 

Stroke  <mm> : 58,86 

 

Compression ratio <є> :   9,0:1 

 

Power <Hp/rpm> : 62 / 4700 

 

Torque <Nm/rpm> : 113 / 2500 

Fuel system :  FoMoCo  single carburetter  

  C8GH-9510-G. 

 

Ignition system : Bosch distributor withcontact 
 breakers. 

 

Knock control : No. 

 

Features :  

• 4-cyl water-cooled V4-engine with 60°angle 
between each cylinder bank. 

• 2 valves per cylinder. 

• Balance shaft. 

• Engine block and cylinder-head in cast-iron. 

• Exhaust emission control. 

• Manual choke.  

Spec 21 
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Engine specifications SAAB 95/96/Sonett 4-stroke engine . 

Car model : SAAB 95/96 

   

Model year : M77½ - 80 

 

Engine type : Ford V4, Longitudinal . 

 

Cylinder volume  <cc> : 1498 

 

Cylinder diameter  <mm>: 90 

 

Stroke < mm> : 58,86 

 

Compression ratio  <є> :   9,0:1 

 

Power <Hp/rpm> : 68 / 4700 

 

Torque <Nm/rpm > : 115 / 3000 

Fuel system : Solex Twin port carburetter 

  32/32 TDID. 

 

Ignition system : Bosch distributor with contact 
 breakers. 

 

Knock control : No. 

 

Features :  

• 4-cylinder water-cooled  V4 engine with 60°angle 
between each cylinder bank. 

• 2 valves per cylinder. 

• Balance shaft. 

• Engine block and cylinder-head in cast-iron. 

• Exhaust emissions Control. 

• Manual choke. 

Spec 22 
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Engine specifications SAAB 95/96/Sonett 4-stroke engine. 

Car model : SAAB 97 Sonett II V-4 

   

Year model : M67 - 69 

 

Engine type : Ford V4, Longitudinal . 

 

Cylinder volum  <cc> : 1498 

 

Cylinder diameter  <mm> : 90 

 

Stroke  < mm> : 58,86 

 

Compression ratio  <є> :   9,0:1 

 

Power   <Hp/rpm> : 65 / 4700 

 

Torque <Nm/rpm> : 115 / 2500 

Fuel system :  

 Solex single carburetter PDSIT-7        M67-68 

 FoMoCo  single carburetter 25/32    M69 

  

Ignition system : Bosch distributor with contact 
 breakers. 

 

Knock  control : No. 

 

Features:  

• 4-cylinder water cooled V 4 engine with 60°angle 
between each cylinder bank. 

• 2-valves per cylinder. 

• Balance shaft. 

• Engine-block and cylinder-head in cast-iron. 

• Automatic choke. 

Spec 23 
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Engine specifications SAAB 95/96/Sonett 4-stroke engine. 

Car model : SAAB 97 Sonett III V-4 

   

Year model : M70 

 

Engine type : Ford V4, longitudinal. 

 

Cylinder volume < cc> : 1498 

 

Cylinder diameter  <mm> : 90 

 

Stroke  < mm> : 58,86 

 

Compression ratio <є> :   9,0:1 

 

Power <Hp/rpm> : 65 / 4700 

 

Torque <Nm/rpm > : 115 / 2500 

Fuel system : FoMoCo single carburetter 25/32 . 

  

Ignition system : Bosch distributor with contact 
 breakers. 

 

Knock control : No. 

 

Features:  

• 4-cylinder water-cooled V4-engine with 60°angle  
between each cylinder bank. 

• 2 valves per cylinder. 

• Balance shaft. 

• Engine block and cylinder-head in cast-iron. 

• Automatic choke. 

 

Spec 24 
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Engine specifications  SAAB 95/96/Sonett 4-stroke engine.  

Car model : SAAB 97 Sonett III V-4 

   

Year model : M71 - 74 

 

Engine type : Ford V4, Longitudinal . 

 

Cylinder volume <cc> : 1698 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 66,80 

 

Compression ratio <є> :   9,0:1 

 

Power <Hp/rpm> : 65 / 4700 

 

Torque <Nm/rpm> : 115 / 2500 

Fuel system : FoMoCo  single carburetter 25/32 

  

Ignition system : Bosch distributor with contact  
 breakers. 

 

Knock control : No. 

 

Features:  

• 4-cyl.water cooled V4-engine with 60° angle 
between each cylinder bank. 

• 2-valves per cylinder . 

• Balance shaft . 

• Engine block and cylinder-head in cast -iron.  

• Automatic choke . 

 

Spec 25 
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Engine specifications  SAAB 99/90. 

Car model : SAAB 99 

  (Project name Gudmund) 

Year model : M69 - 71 

 

Engine type : Triumph R4, longitudinal. 

 

Cylinder volume <cc> : 1709 

 

Cylinder diameter <mm> : 83,5 

 

Stroke <mm> : 78 

 

Compression ratio < є> :   8,8:1   

 

Power  <Hp/rpm>  : 80 / 5200 

 

Torque <Nm/rpm> : 127 / 3000 

 

 

 

Fuel system : Zenith Stromberg  

  Horizontal carburetter 175 CD. 

 

Ignition system : AC-Delco distributor with contact 
 breakers. 

 

Knock control : No. 

 

Features:  

• 4-cyl,in line water cooled engine with single, chain 
driven, overhead camshaft. 

• 2-valves per cylinder . 

• Water pump and distributor driven by seperate 
drive shaft. 

• 5-bearing crank-shaft . 

• Engine block in cast-iron, cylinder-head in 
aluminium. 

• Gearbox positioned under the engine . 

Spec 30 
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Engine specifications SAAB 99/90. 

Car model : SAAB 99 

   

Year  model : M70 

 

Engine type : Triumph R4, longitudinal 
 installed . 

 

Cylinder volume <cc> : 1709 

 

Cylinder diameter <mm>: 83,5 

 

Stroke  <mm> : 78 

 

Compression ratio  <є>:   9,0:1    

 

Power <Hp/rpm> : 87 / 5200 

 

Torque <Nm/rpm>: 129 / 3000 

Fuel system :  Bosch D-Jetronic 

   Fuel injection. 

 

Ignition system : Bosch distributor with contact 
 breakers. 

 

Knock control : No. 

 

Features:  

• 4-cyl.In- line water cooled engine with single 
,chain driven, overhead camshaft . 

• 2-valves per cylinder. 

• Water pump and distributor driven by seperate 
drive shaft. 

• 5-bearing crankshaft. 

• Engine block in cast-iron,aluminium cylinder-head. 

• Gearbox positioned under the engine. 

Spec 31 
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Engine specifications SAAB 99/90. 

Car model : SAAB 99 

   

Year model: M71 - 74 

 

Engine type :  Triumph R4, longitudinal 
 installed. 

Cylinder volume  <cc> : 1854 

 

Cylinder diameter <mm> : 87 

 

Stroke  <mm> : 78 

 

Compression ratio <є> :   9,0:1    

 

Power  <Hp/rpm> : 88 / 5000 

 

Torque <Nm/rpm> : 147 / 3000 

Fuel system : Zenith Stromberg  

  Horizontal carburetter 175 CD  

 

Ignition system : Bosch distributor with contact 
 breakers. 

 

Knock control : No. 

 

Features:  

• 4-cyl.in line water-cooled engine with single, chain 
driven, overhead camshaft. 

• 2-valves per cylinder. 

• Water pump and distributor driven by seperate 
drive shaft. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron, aluminium cylinder 
head. 

• Gear-box positioned under the engine. 
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Engine specifications  SAAB 99/90. 

Car model : SAAB 99 

   

Year model : M71 - 72 

 

Engine type : Triumph R4- longitudinal. 

 

Cylinder volume  <cc> : 1854 

 

Cylinder diameter <mm>: 87 

 

Stroke  <mm> : 78 

 

Compression ratio <є> :     9,0:1    

 

Power <Hp/rpm> : 95 / 5000         M71 

  97 / 5000         M72 

 

Torque <Nm/rpm> : 147 / 3500 

Fuel system : Bosch D-Jetronik 

  Fuel injection  

 

Ignition system : Bosch distributor with contact 
 breakers. 

 

Knock control : No. 

 

Features:  

• 4-cyl .in line water-cooled engine with single, 
chain driven, overhead camshaft. 

• 2-valves per cylinder. 

• Water pump and distributor driven by seperate 
drive shaft. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron , aluminium cylinder-
head.  

• Gear-box positioned under the engine. 
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Engine specifications  SAAB 99/90. 

Car model : SAAB 99 

   

Year model : M72½ - 81 

 

Engine type : SAAB R4, longitudinally 
 installed. 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke < mm> : 78 

 

Compression ratio <є> :   8,7:1            M72½-74 

  9,2:1            M75-81 

 

Power <Hp/rpm> : 110 / 5500    M72½-74  

  118 / 5000    M75-81  

 

Torque <Nm/rpm> : 167 / 3700 

Fuel system :   

   M72½-74         Bosch D-Jetronik  Fuel injection. 

   M75-81            Bosch CI (Continuous Injection)  

                              mechanical fuel injection. 

 

Ignition system :  Bosch distributor with contact 
 breakers. 

 

Knock control : No. 

 

Features:  

• 4-cyl.in-line water-cooled engine with single ,chain 
driven ,overhead camshaft. 

• 2 valves per cylinder. 

• Water pump and distributor driven by seperate 
drive shaft. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron ,cylinder-head in 
aluminium. 

• Gearbox positioned under the engine. 
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Engine specifications SAAB 99/90. 

Car model : SAAB 99 

   

Year model : M72 - 87 

 

Engine type : SAAB R4, longitudinal 
 installed. 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke  <mm> : 78 

 

Compression ratio <є> :   8,7:1               M72½-74  

  9,2:1               M75-86  

  9,5:1               M87 

 

Power <Hp/rpm> :  95 / 5200      M72½-74  

  100 / 5200     M75-87 

 

Torque <Nm/rpm> : 157 / 3500     M72½-74  

  162 / 3500     M75-87 

Fuel system : Zenith Stromberg  

  horisontal carburetter 175 CD.  

 

Ignition system : Bosch distributor with contact  
 breakers (M72-M83). 

  Bosch, electronic with Hall-sensor 
 M84-. 

 

Knock control : No. 

 

Features:  

• 4-cyl.in line engine with single ,chain driven, 
overhead camshaft. 

• 2 valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron, cylinder-head in  
aluminium. 

• M82 (H-engine) introduced. 

• New cylinder-head with camshaft driven 
distributor and belt driven water-pump. 

• Weight reduction of approx.12 kg. 

• Gearbox positioned under the engine. 
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Engine specifications  SAAB 99/90. 

Car model : SAAB 99 

     

Year model : M76 - 80 

 

Engine type : SAAB R4, longitudinal. 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke  <mm> : 78 

 

Compression ratio <є> :   9,2 :1 

 

Power <Hp/rpm> : 108 / 5200 

 

Torque <Nm/rpm> : 164 / 3300 

Fuel system:  Zenith Stromberg      

                    Two horizontal carburetters 150 CD -25. 

 

Ignition system: Bosch distributor with contact 
 breakers. 

 

Knock  control : No. 

 

Features:  

• 4-cyl. in line water-cooled engine with single ,chain 
driven ,overhead camshaft. 

• 2-valves per cylinder. 

• Shaft driving the water pump and distributor. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron ,cylinder-head in aluminium. 

• Gearbox positioned under the engine. 
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Engine specifications SAAB 99/90. 

Car model : SAAB 99 Turbo. 

     

Year model : M78 – 80 

  M77 endurance test of 
 100 vehicles. 

 

Engine type : SAAB R4, longitudinal . 

 

Cylinder volume <cc> : 1985  

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  7,2:1 

 

Power <Hp/rpm> : 145 / 5000 

 

Torque <Nm/rpm> : 233 / 3000 

Fuel system: Bosch CI, mechanical  fuel injection . 

 

Ignition system : Bosch distributor with inductive sensor. 
  

Knock control : No. 

 

Features: 

• 4-cyl.in-line water-cooled engine with single,chain 
driven, overhead camshaft. 

• 2-valves per cylinder. 

• Water pump and distributor driven by seperate drive 
shaft. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron ,cylinder-head in aluminium. 

• Turbo charger from Garrett AiR research with Saab 
manufactured waistgate. 

• Gearbox positioned under the engine. 
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Engine specifications SAAB 900 Gen 1. 

Car model : SAAB 900 GL 

     

Year model : M79 – 88 

 

Engine type : SAAB R4, longitudinal . 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  9,2:1           M79-80 

  9,5:1           M81-88 

 

Power <Hp/rpm> : 100 / 5000 

 

Torque <Nm/rpm> : 162 / 3500 

Fuel system : Single horizontal  carburetter Zenith-  

  Stromberg 175 CD. 

 

Ignition system : Bosch distributor with contact breakers 
 (M79-M83). 

  Bosch, electronic with Hall-sensor M84-. 

 

Knock control : No. 

 

Features:  

• 4-cyl.in line water cooled engine with single chain 
driven overhead camshaft. 

• 2 -valves per cylinder. 

• 5-bearing crankshaft.  

• Engine block in cast-iron,cylinder-head in aluminium. 

•   M81 (H engine) introduced. 

• New cylinder head with camshaft driven distributor 
and belt driven water-pump. 

• Weight reduction of approx. 12 kg. 

• Gear- box positioned under the engine. 
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Engine specifications  SAAB 900 Gen 1. 

Car model : SAAB 900 GLs 

     

Year model : M79 – 83 

 

Engine type : SAAB R4, Longitudinal . 

 

Cylinder volume  <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  9,2:1  M79-80 

  9,5:1           M81-83 

 

Power <Hp/rpm> : 108 / 5200 

 

Torque <Nm/rpm> : 164 / 3300 

Fuel system :  Twin carburettors - 

   Zenith Stromberg 150 CD-2S 

 

Ignition system :Bosch distributor with contact breakers 
  

   

Knock control : No. 

 

Features:  

• 4-cyl .in line water cooled engine with single ,chain 
driven, overhead camshaft. 

• 2-valves per cylinder. 

• 5-bearing crankshaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• M81 (H engine) introduced. 

• New cylinder-head with camshaft driven distributor 
and belt driven water-pump. 

• Weight reduction of approx.12 kg. 

• Gear-box positioned under the engine. 
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Engine specifications  SAAB 900 Gen 1. 

Car model : SAAB 900 i . 

     

Year model : M79 – 88 

 

Engine type : SAAB R4, Longitudinal . 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  9,2:1         M79-80 

  9,5:1         M81-88 

 

Power  <Hp/rpm> : 118 / 5500 

 

Torque  <Nm/rpm> : 167 / 3700 

Fuel system : Bosch CI, mechanical fuel injection . 

 

Ignition system :  Bosch distributor with contact  
  breakers (M79-M81).  

   Bosch distributor with inductive sensor 
  (M82-83). 

       Bosch,distributor with Hall-sensor M84-. 

 

Knock control : No. 

 

Features:  

• 4-cyl.in line water-cooled engine with single chain driven 
overhead camshaft. 

• 2-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• M81 (H engine ) introduced. 

• New cylinder head with camshaft driven distributor and 
belt driven water-pump. 

• Weight reduction of approx.12 kg. 

• Gear- box positioned under the engine. 

• Catalyst introduced M85-(B201 i engine). 
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Engine specifications  SAAB 900 Gen 1. 

Car model : SAAB 900 Turbo 8. 

     

Year model : M79 – 88 

 

Engine type : SAAB R4, Longitudinal. 

 

Cylinder volume <cc > : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke < mm> : 78 

 

Compression ratio <є>:  7,2:1            M79-81 
   8,5:1            M82-88 

 

Power <Hp/rpm> : 145 / 5000    M79-85 
  155 / 5000    M86-88  

 

Torque <Nm/rpm> : 235 / 3000    M79-85  
  240 / 3000    M86-88   

Fuel system : Bosch CI ,mechanical fuel injection . 

 

Ignition system : Bosch distributor with inductive sensor 
 (M79-82). 

  Bosch, electronic with Hall-sensor M83-. 

Knock control : APC (Automatic Performance Control) 

  M82-88. 

  APC adaption with 92-98 octane fuels . 

Features:  

• 4-cyl.In –line water cooled engine with single, chain 
driven ,overhead camshaft. 

• 2-valves per cylinder. 

• 5-bearing crankshaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• M86-with inter-cooler. 
• M81 ( H-engine )introduced. 

• New Cylinder-head with camshaft driven distributor and 
belt driven water-pump. 

• Weight reduction approx.12 kg. 
• Gear-box positioned under the engine.  

• Automatic  transmission available M81-. 
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Engine specifications  SAAB 900 Gen 1. 

Car model : SAAB 900 Turbo 16 Aero 

     

Year model : M84½ – 87 

 

Engine type : SAAB R4, Longitudinal . 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <m> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  9,0:1 

 

Power <Hp/rpm> : 175 / 5300 

 

Torque <Nm/rpm>  : 273 / 3000 

Fuel system : Bosch LH-Jetronic, electronically controlled 
 fuel injection. 

 

Ignition system :Bosch distributor with Hall-sensor. 

 

Knock control: APC (Automatic Performance Control) . 

 

Features: 

• APC boost pressure control with 92-98 octane fuels. 

• 4-cyl.In- line water cooled  engine with twin ,chain 
driven ,overhead camshafts. 

• 4- valves per cylinder. 

• inter-cooler. 

• Water cooled Turbo bearing housing (3rd generation 
Saab Turbo). 

• 5-bearing crankshaft. 

• Engine block in cast-iron, cylinder-head in aluminium. 

• Gear-box positioned under the engine.  

• Catalytic converter. 
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Engine specifications  SAAB 900 Gen 1. 

Car model : SAAB 900 i 

     

Year model : M87 – 89 

 

Engine type : SAAB R4, Longitudinal. 

 

Cylinder volume <cc>: 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  9,25 :1  

 

Power <Hp/rpm>: 110 / 5250 

 

Torque <Nm/rpm> : 161 / 3000 

Fuel system :  Bosch CI, mechanical fuel 
  injection.  

 

Ignition system : Bosch distributor with Hall-
  sensor. 

 

Knock control :  No. 

 

Features:  

• 4-cyl.in line water cooled engine with single ,chain 
driven,overhead camshaft. 

• 5-bearing crank-shaft. 

• Engine block in cast -Iron. cylinder-head in aluminium. 

• Catalytic converter M85 B201i engines. 

• Gear- box positioned under the engine. 
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Engine specifications  SAAB 900 Gen 1. 

Car model : SAAB 900 Turbo 8   
    

Year model : M87 – 88 

 

Engine type : SAAB R4, Longitudinal . 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  8,5:1 

 

Power <Hp/rpm> : 140 / 5000 

 

Torque <Nm/rpm> : 235 / 2500 

Fuel system : Bosch CI, mechanically controlled  fuel 
 injection. 

 

Ignition system :Bosch distributor with Hall-sensor. 

 

Knock control : APC (Automatic Performance Control) . 

 

Features: 

• APC  Boost pressure control with 92-98 octaine fuels. 

• 4-cyl. in line water cooled engine with one,chain driven 
,overhead camshaft. 

• Water-cooled ,turbo bearing housing. 

• 5-bearing crankshaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• Catalytic converter introduced as an alternative during 
M87.  

• Gear- box positioned under the engine. 
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Engine specifications  SAAB 900 Gen 1. 

Car model : SAAB 900 Turbo 16   
   

Year model : M87 – 93 

 

Engine type : SAAB R4, Longitudinal . 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm>: 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  9,0:1 

 

Power <Hp/rpm> :  160 / 5500 

 

Torque <Nm/rpm> : 255 / 3000  M87-90 

  255 / 2800  M91-93 

Fuel system : Bosch LH-Jetronic     M87-90. 

  Lucas                           M91-93. 

  Electronicly controlled  fuel -injection. 

Ignition system :    Bosch distributor with Hall-sensor. 

 

Knock control :      APC (Automatic Performance Control). 

 

Features: 

• APC Boost pressure control with 92-98 octane fuels. 

• 4-cyl. In –line water cooled engine with twin chain 
driven overhead camshafts. 

• 4-valves per cylinder. 

• Inter-cooler. 

• Water-cooled turbo bearing housing (3 rd. Gen. Saab 
turbo). 

• 5-bearing Crank-shaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• Gear- box positioned under the engine. 

• Catalytic converter. 
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Engine specifications  SAAB 900 Gen 1. 

Car model : SAAB 900 i16   

     

Year model : M88 – 93 

 

Engine type : SAAB R4, Longitudinal . 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  10,1:1 

 

Power <Hp/rpm> : 125 / 5500   M88 

  128 / 6000   M89-93 

 

Torque <Nm/rpm> : 170 / 3000    M88 

  173 / 3000    M89-93 

Fuel system : Bosch LH-Jetronic     M88-90. 

  Lucas                           M91-93. 

  Electronically controlled fuel injection. 

 

Ignition system :Bosch distributor with Hall-sensor 

 

Knock control  : No  

 

Features :  

• 4-cyl.in line water cooled engine with twin ,chain 
driven ,overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast -iron. 

• Cylinder-head in aluminium. 

• Catalytic converter. 

• Gear-box positioned under the engine. 
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Engine specifications  SAAB 900 Gen 1. 

Car model : SAAB 900 S 

     

Year model : M90½ – 93 

 

Engine type : SAAB R4, Longitudinal . 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm>:  90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  9,0:1 

 

Power <Hp/rpm>: 145 / 5500 

 

Torque <Nm/rpm> : 205 / 3800 

Fuel system : Bosch LH. 

  Mechanically controlled  fuel injection. 

 

Ignition system :Bosch distributor with Hall-sensor. 

 

Knock control : APC (Automatic Performance Control) . 

   

Features: 

• APC Boost pressure control with 92-98 octane fuels. 

• 4-cyl.in line water cooled engine with twin,chain 
driven, overhead camshafts. 

• 4-valves per cylinder. 

• Low pressure turbo without inter-cooler. 

• Water cooled  Turbo bearing housing (3rd. gen Saab 
Turbo). 

• 5-bearing Crankshaft. 

• Engine block in Cast -Iron.cylinder-head in aluminium. 

• Catalytic converter. 

• Gear-box positioned under the engine. 
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Engine specifications  SAAB 900 Gen 1. 

Car model : SAAB 900 Turbo 16 Aero  

     

Year model : M91 – 93 

 

Engine type : SAAB R4, Longitudinal . 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  9,0:1 

 

Power <Hp/rpm> : 175 / 5500 

M93 Run-out model  185/ 5500 (limited  
 volume). 

 

Torque <Nm / rpm> : 273 / 2800 

Fuel system : Bosch LH-Jetronic. 

  Electronically controlled fuel injection. 

 

Ignition system :Bosch distributor with Hall-sensor. 

 

Knock control : APC (Automatic Performance Control) . 

   

Features: 

• APC Boost pressure control with 92-98 octane fuels. 

• 4-cyl.Iin- line water cooled engine with twin, chain 
driven, overhead camshafts. 

• 4 valves per cylinder. 

• Inter-cooler. 

• Water cooled Turbo bearing housing (3rd. gen Saab 
Turbo). 

• 5-bearing crankshaft. 

• Engine block in cast –iron,cylinder-head in aluminium. 

• Catalytic converter. 

• Gear- box positioned under the engine. 
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Engine specifications  SAAB 900 Gen 1. 

Car model : SAAB 900 i 2,1-16   

     

Year model : M92 – 93 

 

Engine type : SAAB R4, Longitudinal . 

 

Cylinder volume <cc> : 2119 

 

Cylinder diameter <mm> : 93 

 

Stroke <mm> : 78 

 

Compression ratio <є> :  10,1:1 

 

Power <Hp/rpm> : 140 / 6000 

 

Torque <Nm/rpm > : 180 / 2900 

Fuel system : Bosch LH-Jetronic. 

  Electronically controlled fuel 
injection. 

 

Ignition system : Bosch distributor with Hall-sensor. 

 

Knock control:  No.  

 

Features:  

• 4-cyl.in line water cooled engine with twin, chain 
driven , overhead camshafts. 

• 4 valves per cylinder. 

• 5-bearing crankshaft. 

• Engine block in cast-iron ,cylinder-head in aluminium. 

• Catalytic converter. 

• Gear- box positioned under the engine. 
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Engine specifications  SAAB -Lancia 600. 

Car model : SAAB -Lancia 600   

     

Year model : M80 – 85 

 

Engine type : Lancia R4 

 

Cylinder volume <cc> : 1498 

 

Cylinder diameter <mm> : 86,4 

 

Stroke <mm> : 63,9 

 

Compression ratio <є> :   9,2:1 

 

Power <Hp/rpm> : 85 / 5750 

 

Torque <Nm/rpm> : 119 / 3850 

   

Fuel system :  Weber twin carburetter 34 DAT10 

   

Ignition system : Magneti-Marelli, Distributor with Hall 
 sensor . 

 

Knock control : No. 

 

Features: 

  

• 4-cyl in line water-cooled engine. 

• Single, chain driven ,overhead camshaft. 

• 2- valves per cylinder. 

• 5-bearing crank-shaft . 

• Automatic choke. 
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Engine specifications  SAAB 9000. 

Car model : SAAB 9000 Turbo 

     

Year model : M85 – 88 

 

Engine type : SAAB R4, transverse. 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :   9,0:1 

 

Power <Hp/rpm> : 175 / 5300 

 

Torque <Nm/rpm> : 270 / 3000 

Fuel system : Bosch LH-Jetronic. 

  Electronically controlled fuel injection. 

Ignition system : Bosch distributor with Hall Sensor. 

 

Knock control :  APC (Automatic Performance Control) . 

   

Features: 

• APC adaption of boost pressure with 92-98 octane 
fuels .   

• 4-cyl.in line water cooled engine with twin chain driven 
overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crankshaft. 

• Engine block in Cast -Iron.cylinder-head in aluminium. 

• Inter-cooler. 

• Water cooled Turbo bearing housing (3rd. gen Saab 
Turbo). 

• Without Catalyst.  

• 1986 -100000 km world record broken at Talladega 
with an average speed of 213 km/h. 
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Engine specifications  SAAB 9000. 

Car model : SAAB 9000 Turbo 

     

Year model : M88 – 93 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є>:   9,0:1 

 

Power <Hp/rpm> : 160 / 5500   M87-88 

  165 / 5500   M89-93 

 

Torque <Nm/rpm> : 255 / 3000   M87-88 

  265 / 3000   M89-93 

Fuel system : Bosch LH-Jetronic. 

  Electronically controlled fuel injection. 

 

Ignition system: Bosch distributor with Hall Sensor M88. 

  SAAB DI (Direct Ignition)      M89-93 

 

Knock control : APC (Automatic Performance Control) . 

 

Features: 

• APC Boost pressure control with 92-98 octane fuels. 

• 4-cyl. In- line water cooled engine with twin chain 
driven overhead camshafts. 

• 4 –valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast –iron,cylinder-head in aluminium. 

• Inter-cooler. 

• Water cooled  Turbo bearing housing (3rd. gen Saab 
Turbo). 

• Catalytic converter. 
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Engine specifications  SAAB 9000. 

Car model : SAAB 9000 i 

     

Year model : M86 – 88 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> :  78 

 

Compression ratio <є> :   10,1:1 

 

Power <Hp/rpm> : 130 / 5500 

 

Torque <Nm/rpm> : 173 / 3000 

Fuel system : Bosch LH-Jetronic. 

  Electronically controlled fuel injection. 

 

Ignition system : Bosch distributor with Hall Sensor.  

 

Knock control : Bosch Knock sensor. 

 

Features:  

• 4-cyl.In- line water cooled engine with twin chain 
driven overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing Crankshaft. 

• Engine block in Cast -Iron. cylinder-head in Aluminium. 

• Without Catalyst. 
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Engine specifications  SAAB 9000. 

Car model : SAAB 9000 i 

     

Year model : M88 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm>: 78 

 

Compression ratio  <є> :   10,1:1 

 

Power <Hp/rpm>: 125 / 5500 

 

Torque <Nm/rpm> : 170 / 3000 

Fuel system : Bosch LH-Jetronic. 

  Electronically controlled fuel injection. 

 

Ignition system : Bosch distributor with Hall Sensor.  

 

Knock control : Bosch Knock sensor. 

 

Features:  

• 4-cyl.In- line water cooled engine with twin chain 
driven overhead camshafts. 

• 4-valves  per cylinder. 

• 5-bearing crank-shaft . 

• Engine block in cast -Iron. cylinder-head in aluminium. 

• Catalytic converter. 
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Engine specifications  SAAB 9000. 

Car model : SAAB 9000 i 

     

Year model : M89 – 98 

 

Engine type : SAAB R4, transverse. 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio < є> :   10,1:1 

 

Power <Hp/rpm> : 130 / 6000 

 

Torque <Nm/rpm> : 173 / 3750 

   

Fuel system : Bosch LH-Jetronic.                      M89-93 

  Electronically controlled fuel injection. 

  SAAB Trionic.                               M94 -98 

Ignition system : Bosch distributor with Hall sensor M89-93.    
 SAAB Trionic.                               M94-98 

Knock control : Bosch Knock sensor.                  M89-93 

  SAAB Trionic.                  M94-98 

 

Features:  

• 4-cyl. in- line water cooled engine with twin 

     chain driven overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft . 

• Engine block in cast –iron,cylinder-head in aluminium. 

• M94 SAAB Trionic introduced (integrated fuel injection, 

     ignition and knock control).  

• M94 engine included with 2 balance shafts.  
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Engine specifications  SAAB 9000. 

Car model : SAAB 9000 2,3 i 

     

Year model : M90 – 95 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 2290 

 

Cylinder diameter <mm > : 90 

 

Stroke <mm> : 90 

 

Compression ratio < є> :   10,1:1 

 

Power <Hp/rpm> : 150 / 5500 

 

Torque <Nm/rpm> : 212 / 3800 

  

Fuel system : Bosch LH-Jetronic. .                         M90-93 

  Electronically controlled fuel inj. 

  SAAB Trionic                                      M94-95. 

 

Ignition system : SAAB DI (Direct Ignition).            M90-93 

  SAAB Trionic .                    M94-95 

 

Knock control : SAAB DI.                    M90-93 

  SAAB Trionic .                    M94-95 

Features:  

• 4-cyl. In- line water cooled engine with twin chain 
driven overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft . 

• Engine block in cast-iron,cylinder-head in aluminium. 

• Catalytic converter. 

• 2-balance shafts introduced M94. 

• M94 SAAB Trionic introduced (integrated fuel injection 
,ignition and knock control).  
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Engine specifications  SAAB 9000. 

Car model : SAAB 9000  2,3 Turbo 

     

Year model : M91 – 98 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 2290 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 90 

 

Compression ratio <є> :   8,5:1     M91-92 

  9,25:1  M 93-98 

 

Power <Hp/rpm> : 200 / 5000 

 

Torque <Nm/rpm> : 330 / 2000 

  (300/2000  automatic) 

  

Fuel system : Bosch LH-Jetronic .                     M91-92 

  Electronically controlled fuel injection. 

  SAAB Trionic.                               M93-98 

Ignition system : SAAB DI (Direct Ignition).         M91-92 

  SAAB Trionic .                  M93-98 

Knock control: SAAB DI.                  M91-92 

  SAAB Trionic .                  M93-98 

Features:  

• 4-cyl. In-line water cooled engine with twin chain 
driven overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing Crank -shaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• inter-cooler. 

• 2-balance shafts intoduced M94. 

• Trionic (integrated fuel injection ,ignition and knock 
control. 

• Catalytic converter. 
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Engine specifications  SAAB 9000 

Car model : SAAB 9000  2.0 t 

     

Year model : M93.--- M96–98. 

 

Engine type : SAAB R4, transverse. 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 78 

 

Compression ratio <є> :   9,0:1        M93 

  9,2:1        M96-98 

 

Power <Hp/rpm>: 150 / 5500 

 

Torque <Nm/rpm> : 215 / 3000 

  

Fuel system : Bosch LH-Jetronic .                        M93 

  Electronically controlled fuel injection. 

  SAAB Trionic.                                  M96-98 

Ignition system : SAAB DI (Direct Ignition).             M93 

  SAAB Trionic.                     M96-98 

Knock control: SAAB DI.                     M93 

  SAAB Trionic.                      M96-98 

Features:  

• 4-cyl.In- line water cooled engine with twin chain 
driven overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-Iron ,cylinder-head in aluminium. 

• Low pressure turbo . M93-Without inter-cooler,M96-98 
with inter-cooler. 

• Trionic (integrated fuel injection ,ignition and knock 
control. 

• Catalytic converter. 
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Engine specifications  SAAB 9000. 

Car model : SAAB 9000 2,3 t 

     

Year model : M94 – 98 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 2290 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 90 

 

Compression ratio <є> :   9,25:1 

 

Power <Hp/rpm>: 170 / 5700 

 

Torque <Nm/rpm> : 260 / 3200 

  

Fuel system : SAAB Trionic .  

 

Ignition system : SAAB Trionic . 

 

Knock control : SAAB Trionic.   

 

Features:  

• 4-cyl. In- line water cooled engine with twin chain 
driven overhead camshafts. 

• 4- valves per cylinder. 

• 5-bearing crank-shaft . 

• Engine block in cast –iron ,cylinder-head in aluminium. 

• With inter-cooled, low-pressure turbo. 

• 2-balance shafts. 

• Trionic-( integrated fuel inj. ,ignition and knock control. 

• Catalytic converter. 
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Engine specifications  SAAB 9000. 

Car model : SAAB 9000 Aero 

     

Year model : M93 – 98 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 2290 

 

Cylinder diameter <mm>: 90 

 

Stroke <mm> : 90 

 

Compression ratio <є> :   9,25:1 

 

Power <Hp/rpm> : 225 / 5500 

 

Torque <Nm/rpm> : 342 / 1800 

  (300/1800  auto trans.) 

Fuel system : SAAB Trionic .  

 

Ignition system : SAAB Trionic.  

 

Knock control : SAAB Trionic .  

 

Features:  

• 4-cyl.In- line water cooled engine with twin, chain 
driven ,overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft . 

• Engine block in cast –iron,cylinder-head in aluminium. 

• Inter-cooler. 

• 2-balance shafts. 

• Trionic (integrated fuel injection,ignition and knock 
control). 

• Catalytic converter. 
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Engine specifications  SAAB 9000. 

Car model : SAAB 9000 V6 

     

Year model : M95 – 97 

 

Engine type : GM V6, transverse. 

 

Cylinder volume <cc> : 2962 

 

Cylinder diameter <mm>: 86 

 

Stroke <mm> : 85 

 

Compression ratio <є> :   10,8:1 

 

Power <Hp/rpm> : 210 / 6200 

 

Torque <Nm/rpm> : 270 / 3300 

Fuel system : Bosch Motronic . 

 

Ignition system : Bosch Motronic. 

 

Knock control : Bosch Motronic.   

 

Features:  

• 6-cyl water cooled  V6 engine ,54° between  each 
cylinder bank. 

• Twin, belt driven ,overhead camshafts per cylinder 
bank. 

• 4-valves per cylinder. 

• 4-bearing  crank-shaft. 

• Engine block in cast -Iron. cylinder-head in aluminium. 

• Catalytic converter. 
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Engine specifications  SAAB 900 Gen 2. 

Car model : SAAB 900 i 

Year model : M94 – 00 

Engine type : SAAB R4, transverse 

Cylinder volume <cc> : 1985 

Cylinder diameter <mm >: 90 

Stroke <mm>: 78 

Compression ratio <є> : 10,1:1 

Power <Hp/rpm> : 133 / 6100   M94 

130 / 6100   M95-00 

Torque <Nm/rpm> : 180 / 4300 

Fuel system : Bosch Motronic. 

Ignition system : Bosch Motronic. 

Knock control : Bosch Motronic . 

Features: 

• 4-cyl.in line water cooled engine with twin ,chain
driven ,overhead camshafts .

• 4- valves per cylinder.

• 5-bearing crank-shaft.

• Engine block in cast-iron,cylinder-head in aluminium.

• 2-balance shafts introduced M95.

• Catalytic converter .
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Engine specifications  SAAB 900 Gen 2/9-3 Gen 1. 

Car model: SAAB 900 2,3 i 

Year model: M94 – M98  (900) 

M98½            (9-3) 

Engine type: SAAB R4, transverse 

Cylinder volume<cc> : 2290 

Cylinder diameter <mm >: 90 

Stroke< mm>: 90 

Compression ratio < є>: 10,5:1 

Power < Hp / rpm>: 150 / 5700 

Torque< Nm / rpm> : 210 / 4300 

Fuel system : Bosch Motronic  

Ignition system : Bosch Motronic 

Knock control: Bosch Motronic 

Features: 

• 4-cyl.In- line water cooled engine with twin, chain
driven ,overhead camshafts.

• 4-valves per cylinder.

• 5-bearing crank-shaft .

• Engine block in cast –iron,cylinder-head in aluminium.

• 2-balance shafts.

• Catalytic converter .
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Engine specifications  SAAB 900 Gen 2. 

Car model : SAAB 900 Turbo 

Year model : M94 – 98 

Engine type : SAAB R4, transverse 

Cylinder volume <cc> : 1985 

Cylinder diameter <mm>: 90 

Stroke < mm> : 78 

Compression ratio <є>:  9,2:1 

Power  <Hp/rpm> : 185 / 5500 

Torque <Nm/rpm> : 263 / 2100 

Fuel system : SAAB Trionic. 

Ignition system :  SAAB Trionic. 

Knock control :  SAAB Trionic. 

Features: 

• 4-cyl.In- line water cooled engine with twin ,chain
driven ,overhead camshafts.

• 4-valves per cylinder.

• 5-bearing crank-shaft.

• Engine block in cast-iron,cylinder-head in aluminium.

• inter-cooler.

• 2 balance shafts.
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Engine specifications  SAAB 900 Gen 2. 

Car model : SAAB 900 V6 

Year model : M94 – 97 

Engine type : GM V6, transverse 

Cylinder volume <cc> : 2498 

Cylinder diameter <mm> : 81,6 

Stroke <mm>: 79,6 

Compression ratio <є>: 10,8:1 

Power <Hp/rpm> : 170 / 5900 

Torque <Nm/rpm> : 227 / 4200 

Fuel system : Bosch Motronic. 

Ignition system :  Bosch Motronic. 

Knock control :  Bosch Motronic. 

Features: 

• 6-cyl water cooled V6 engine ,54° between  each
cylinder bank.

• Twin ,belt driven, overhead camshafts per cylinder
bank.

• 4-valves per cylinder.

• 4-bearing crank-shaft.

• Engine block in cast -iron. cylinder-head in aluminium.
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Engine specifications  SAAB 9-3 Gen 1. 

Car model : SAAB 9-3 Turbo 

Year model : M99 – 03 

Engine type : SAAB R4, transverse 

Cylinder volume <cc> : 1985 

Cylinder diameter <mm > : 90 

Stroke <mm>: 78 

Compression ratio <є>:  9,2:1 

Power <Hp / rpm>: 154 / 5500   (M99-00)  

150 / 5500   (M01-M03) 

Torque <Nm/rpm> : 219 / 3600   (M99-00) 

240/1800     (M01-M03) 

Fuel system :  SAAB Trionic. 

Ignition system :  SAAB Trionic. 

Knock control :  SAAB Trionic. 

Features: 

• 4-cyl.In- line water cooled engine with twin ,chain
driven ,overhead camshafts.

• 4-valves per cylinder.

• 5-bearing crank-shaft.

• Engine block in cast -iron.cylinder-head in aluminium.

• inter-cooler.

• 2 balance-shafts.

• Eco Power engine introduced M01-M03.
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Engine specifications  SAAB 9-3 Gen 1. 

Car model : SAAB 9-3 Turbo 

Year model : M98½ – 03 

Engine type : SAAB R4, transverse 

Cylinder volume  <cc> : 1985 

Cylinder diameter <mm> : 90 

Stroke <mm> : 78 

Compression ratio <є> : 8,8:1 

Power  <Hp rpm> : 185 / 5500 

Torque <Nm/rpm> : 263 / 2000 

Fuel system :  SAAB Trionic. 

Ignition system :  SAAB Trionic. 

Knock control :  SAAB Trionic . 

Features: 

• 4-cyl.In- line water cooled engine with twin, chain
driven ,overhead camshafts.

• 4-valves per cylinder.

• 5-bearing crankshaf.

• Engine block in cast-iron, cylinder-head in aluminium.

• inter-cooler.

• 2 balance-shafts.

• Eco Power engine introduced M01-M03.
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Engine specifications  SAAB 9-3 Gen 1. 

Car model : SAAB 9-3 Turbo 

Year model : M99 – 03 

Engine type : SAAB R4, transverse 

Cylinder volume <cc> : 1985 

Cylinder diameter <mm>:  90 

Stroke <mm>  : 78 

Compression ratio <є>:  8,8:1 

Power <Hp/rpm>: 200 / 5500   ( M99) 

205 / 5500   ( M00-03) 

Torque<Nm/rpm> : 283 / 2200    (M99) 

280 / 2200    (M00-03) 

Fuel system :  SAAB Trionic. 

Ignition system :  SAAB Trionic. 

Knock control:  SAAB Trionic. 

Features: 

• 4-cyl.In-line water cooled engine with twin, chain
driven,overhead camshafts.

• 4-valves per cylinder.

• 5-bearing crank-shaft.

• Engine block in cast –iron. cylinder-head in aluminium.

• Inter-cooler.

• 2 balance –shafts.

• EcoPower engine introduced M01-03.
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Engine specifications  SAAB 9-3 Gen 1. 

Car model : SAAB 9-3 2.2 TiD 

Year model : M98½ – 02 

Engine type : GM R4, transverse 

Cylinder volume <cc> : 2171 

Cylinder diameter <mm>: 84 

Stroke <mm> : 98 

Compression ratio <є>:  19,5:1 

Power <Hp/rpm> : 115 / 4300    (M98½-01) 

125 / 4500   ( M02-03) 

Torque <Nm/rpm> : 260 / 2000    (M98½-01) 

285 / 1750    (M02-03) 

Fuel system :  Bosch. 

Ignition system :  Diesel. 

Knock control:  Diesel. 

Features: 

• 4-cyl.in line water cooled  engine, single  chain driven
overhead camshaft.

• 4 valves per cylinder.

• 5-bearing Crank- shaft.

• Engine block in cast-iron,cylinder-head in aluminium.

• Balance-shaft.

• Inter-cooler.
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Engine specifications  SAAB 9-3 Gen 1. 

Car model : SAAB 9-3 Viggen 

Year model : M99 – 02 

Engine type : SAAB R4, transverse 

Cylinder volume <cc> : 2290 

Cylinder diameter <mm>: 90 

Stroke <mm>: 90 

Compression ratio <є>: 9,3:1 

Power <Hp/rpm>: 225 / 5500    M99 

230 / 5500    M00-02 

Torque <Nm/rpm> : 342 / 2500    M99 

350 / 2500    M00-02 

Fuel system :  SAAB Trionic. 

Ignition system :  SAAB Trionic. 

Knock control:  SAAB Trionic. 

Features: 

• 4-cyl.In- line water cooled engine with twin, chain
driven, overhead camshafts.

• 4-valves per cylinder.

• 5-bearing crank-shaft.

• Engine block in cast -Iron. cylinder-head in aluminium.

• 2-balance shafts.

• Inter-cooler.
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Engine specifications  SAAB 9-5 Gen 1. 

Car model : SAAB 9-5 2.0t 

     

Year model : M98 – 10 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 1985 

 

Cylinder diameter <mm>: 90 

 

Stroke <mm>: 78 

 

Compression ratio <є>:   9,3:1 

 

Power <Hp/rpm> : 150 / 5500 

  (180/5500 with E85 M06-10) 

 

Torque <Nm/rpm> : 240 / 1800 

  (280/2500 with E85 M06-10) 

Fuel system :  SAAB Trionic.  

 

Ignition system :  SAAB Trionic.  

 

Knock control:  SAAB Trionic.  

 

Features:  

• 4-cyl.In- line water cooled engine with twin ,chain 
driven, overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast -iron. cylinder-head in aluminium. 

• Low -pressure turbo. 

• Inter-cooler. 

• M06-10 adapted for E85 (85% etanol, 15% bensin). 
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Engine specifications  SAAB 9-5 Gen 1. 

Car model : SAAB 9-5 2.3t 

     

Year model : M98 – 00 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 2290 

 

Cylinder diameter <mm>: 90 

 

Stroke <mm>: 90 

 

Compression ratio <є>:   9,3:1 

 

Power <Hp/rpm>: 170 / 5500 

   

Torque <Nm/rpm> : 280 / 1800 

   

Fuel system :  SAAB Trionic.  

 

Ignition system :  SAAB Trionic.  

 

Knock control:  SAAB Trionic.  

 

Features:  

• 4-cyl.In- line water cooled engine with twin ,chain 
driven ,overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• 2-balance shafts. 

• Low-pressure turbo. 

• Inter-cooler. 

 

 

Spec 81 

69 2017-02-21 



Engine specifications  SAAB 9-5 Gen 1. 

Car model : SAAB 9-5 3.0t 

     

Year model : M98 – 03 

 

Engine type : GM V6, transverse 

 

Cylinder volume <cc> : 2962 

 

Cylinder diameter <mm>: 86 

 

Stroke <mm> : 85 

 

Compression ratio <є>:   9,5:1 

 

Power <Hp/rpm>: 200 / 5000 

   

Torque <Nm/rpm> : 310 / 2500 

   

Fuel system :  SAAB Trionic.  

 

Ignition system :  SAAB Trionic. 

 

Knock control :  SAAB Trionic. 

 

Features:  

• 6-cyl .water cooled V6 engine - 54° between each  
cylinder bank. 

• Twin,belt driven ,overhead camshafts per cylinder 
bank. 

• 4-valves per cylinder. 

• 4-bearing crank-shaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• Asymmetric Turbo -charging  via one cylinder bank (3 
cyl). 

• Low pressure turbo. 

• Inter-cooler. 
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Engine specifications  SAAB 9-5 Gen 1. 

Car model : SAAB 9-5 2.3 T 

     

Year model : M00 – 08 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 2290 

 

Cylinder diameter <mm> : 90 

 

Stroke <mm> : 90 

 

Compression ratio <є> :   9,3:1 

 

Power <Hp/rpm> : 230 / 5500    (M00) 

  250 / 5300    (M01-05) 

  260 / 5200    (M06-08)   

Torque <Nm/rpm> : 350 / 1900   (M00-05) 

  350 / 1800   (M06-08) 

   

Fuel system :  SAAB Trionic.  

 

Ignition system :  SAAB Trionic.  

 

Knock control :  SAAB Trionic.  

 

Features:  

• 4-cyl.In- line water cooled engine with twin, chain 
driven ,overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing  crank-shaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• 2-balance-shafts. 

• inter-cooler. 
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Engine specifications  SAAB 9-5 Gen 1. 

Car model : SAAB 9-5 2.3t 

     

Year model : M01 – 10 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 2290 

 

Cylinder diameter <mm>: 90 

 

Stroke <mm>: 90 

 

Compression ratio <є> :   9,3:1 

 

Power <Hp/rpm> : 185 / 5500     

  (210/5500 med E85 M07-10) 

     

Torque <Nm/rpm> : 280 / 1800 

  (310/1800 with E85 M07-10) 

   

Fuel system :  SAAB Trionic  

 

Ignition system :  SAAB Trionic  

 

Knock control :  SAAB Trionic  

 

Features:  

• 4-cyl.In- line water cooled engine with twin chain 
driven overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft . 

• Engine block in cast-iron,cylinder-head in aluminium. 

• 2-balance shafts. 

• Low pressure turbo. 

• Inter-cooler. 

• M07-10 adapted for E85 (85% etanol, 15% gasolene). 
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Engine specifications  SAAB 9-5 Gen 1. 

Car model : SAAB 9-5 2.2 TiD 

     

Year model : M02 – 05 

 

Engine type : GM  R4, transverse 

 

Cylinder volume <cc> : 2171 

 

Cylinder diameter <mm> : 84 

 

Stroke <mm> : 98 

 

Compression ratio <є>:   18,5:1 

 

Power <Hp/rpm> : 120 / 4000     

     

Torque <Nm/rpm> : 280 / 1500 

   

   

Fuel system :  Bosch. Multi-direct fuel injection. 

 

Ignition system : Diesel. 

 

Knock control : Diesel. 

 

Features:  

• 4-cyl.In line water cooled engine  with one ,chain 
driven ,overhead camshaft. 

• 4 valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-Iron ,cylinder-head in aluminium. 

• 2-balance shafts. 

• Inter-cooler. 
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Engine specifications  SAAB 9-5 Gen 1. 

Car model : SAAB 9-5 3.0 TiD 

     

Year model : M02– 05 

 

Engine type : Izuzu V6, transverse 

 

Cylinder volume <cc> : 2958 

 

Cylinder diameter <mm> : 87,5 

 

Stroke <mm>: 82 

 

Compression ratio <є>:   18,5:1 

 

Power <Hp/rpm> : 176 / 4000     

     

Torque <Nm/rpm> : 350 / 1800 

   

   

Fuel system : Denso Multi-direct fuel injection . 

  Common rail . 

 

Ignition system : Diesel. 

 

Knock control : Diesel. 

 

Features:  

• 6-cyl .water-cooled  V-6 engine , 66° between each  
cylinder bank. 

• Twin overhead  camshafts per cylinder bank (belt 
driven). 

• 4-valves per cylinder. 

• 4-bearing crank-shaft. 

• Engine block in aluminium with separate cyl. liners. 

• Cylinder-head in Aluminium. 

• Inter-cooler. 

• Variable geometry Turbo-charger. 

• 2-oxidisation catalysts. 
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Engine specifications  SAAB 9-5 Gen 1. 

Car model : SAAB 9-5 2.3 T 

     

Year model : M04 – 07 

 

Engine type : SAAB R4, transverse 

 

Cylinder volume <cc> : 2290 

 

Cylinder diameter <mm>: 90 

 

Stroke <mm>: 90 

 

Compression ratio <є>:   9,3:1 

 

Power <Hp/rpm>: 220 / 5500    

     

Torque <Nm/rpm> : 310 / 1800-4500 

   

   

Fuel system :  SAAB Trionic.  

 

Ignition system :  SAAB Trionic.  

 

Knock control :  SAAB Trionic.  

 

Features:  

• 4-cyl.In- line water cooled engine with twin, chain 
driven, overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron, cylinder-head in aluminium. 

• 2-balance shafts. 

• Inter-cooler. 
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Engine specifications  SAAB 9-5 Gen 1. 

Car model : SAAB 9-5 1.9 TiD 

     

Year model : M06 – 10 

 

Engine type : GM/Fiat R4, transverse 

 

Cylinder volume <cc> : 1910 

 

Cylinder diameter <mm>: 82 

 

Stroke <mm> : 90,4 

 

Compression ratio <є> :   17,5:1 

 

Power <Hp/rpm> : 150 / 4000 

     

Torque <Nm/rpm> : 320 / 2000 

   

   

Fuel system : Bosch Multi-direct injection . 

  Common rail, 2nd. generation. 

 

Ignition system : Diesel. 

 

Knock control : Diesel. 

 

Features:  

• 4-cyl .In-line water cooled engine with twin, belt driven 
,overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank shaft. 

• Engine block in cast-iron ,cylinder-head in aluminium. 

• Variable geometry Turbo charger. 

• Inter-cooler. 

• Particle -filter, self-cleaning, service free. 
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Engine specifications  SAAB 9-3 Gen 2. 

Car model : SAAB 9-3 1.8 i 

     

Year model : M04 – 09 

 

Engine type : GM R4, transverse 

 

Cylinder volume <cc> : 1796 

 

Cylinder diameter <mm>: 80,5 

 

Stroke <mm> : 88,2 

 

Compression ratio <є> :   10,5:1 

 

Power <Hp/rpm> : 122 / 5600 

     

Torque <Nm/rpm> : 167 / 3800 

   

   

Fuel system : Bosch Motronic. 

 

Ignition system : Bosch Motronic. 

 

Knock control : Bosch Motronic.  

 

Features:  

• 4-cyl.in line water- cooled engine with twin, belt 
driven, overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

 

 

Spec 90 

77 2017-02-21 



Engine specifications  SAAB 9-3 Gen 2. 

Car model : SAAB 9-3 1.8t 

     

Year model : M03 – 09 

 

Engine type : GM R4, transverse 

 

Cylinder volume <cc> : 1998 

 

Cylinder diameter <mm> : 86 

 

Stroke <mm> : 86 

 

Compression ratio <є> :  9,5:1 

 

Power <Hp/rpm> : 150 / 5500 

     

Torque <Nm/rpm> : 240 / 2000 

   

   

Fuel system .: SAAB Trionic. 

 

Ignition system : SAAB Trionic. 

 

Knock control : SAAB Trionic.  

 

Features:  

• 4-cyl.In- line water cooled engine with twin chain 
driven overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block and cylinder-head in aluminium. 

• 2-balance shafts. 

• Inter-cooler. 
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Engine specifications  SAAB 9-3 Gen 2. 

Car model : SAAB 9-3  2.0t 

     

Year model : M03 – 09 

 

Engine type : GM R4, transverse 

 

Cylinder volume <cc> : 1998 

 

Cylinder diameter <mm>: 86 

 

Stroke <mm> : 86 

 

Compression ratio <є> :   9,5:1 

 

Power <Hp/rpm> : 175 / 5500 

     

Torque <Nm/rpm> : 265 / 2500 

   

   

Fuel system : SAAB Trionic. 

 

Ignition system :  SAAB Trionic. 

 

Knock control :  SAAB Trionic.  

 

Features:  

• 4-cyl.In- line water cooled engine with twin, chain 
driven, overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block and cylinder-head in aluminium. 

• 2-balance shafts. 

• Inter-cooler. 
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Engine specifications  SAAB 9-3 Gen 2. 

Car model : SAAB 9-3  2.0T 

     

Year model : M03 – 09 

 

Engine type : GM R4, transverse 

 

Cylinder volume <cc> : 1998 

 

Cylinder diameter <mm> : 86 

 

Stroke <mm> : 86 

 

Compression ratio <є> :   9,5:1 

 

Power <Hp/rpm> : 210 / 5500 

     

Torque <Nm/rpm> : 300 / 2500 

   

   

Fuel system : SAAB Trionic.  

 

Ignition system : SAAB Trionic.  

 

Knock control : SAAB Trionic.   

 

Features:  

• 4-cyl.In-line water cooled engine with twin, chain 
driven, overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing Crankshaft. 

• Engine block and cylinder-head in aluminium. 

• 2-balance shafts. 

• Inter-cooler. 
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Engine specifications  SAAB 9-3 Gen 2. 

Car model : SAAB 9-3 2.2 TiD 

     

Year model : M03 – 04 

 

Engine type : GM  R4, transverse 

 

Cylinder volume <cc> : 2171 

 

Cylinder diameter <mm>: 84 

 

Stroke <mm>: 98 

 

Compression ratio <є>:   19,5:1 

 

Power <Hp/rpm> : 125 / 4300     

     

Torque <Nm/rpm> : 260 / 2000 

   

   

Fuel system :  Bosch fuel injection. 

 

Ignition system :  Diesel. 

 

Knock control:  Diesel. 

 

Features:  

• 4-cyl.In -line water cooled  engine with one, chain 
driven ,overhead camshaft. 

• 4-valves per cylinder. 

• 5-bearing crankshaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• 2-balance shafts. 

• Inter-cooler. 
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Engine specifications  SAAB 9-3 Gen 2. 

Car model : SAAB 9-3 1.9 TiD 

     

Year model : M06 – 10 

 

Engine type : GM/Fiat R4 , transverse. 

 

Cylinder volume <cc> : 1910 

 

Cylinder diameter <mm>: 82 

 

Stroke <mm>: 90,4 

 

Compression ratio <є>:   17,5:1 

 

Power <Hp/rpm> : 120 / 4000  (8 valve). 

  150 / 4000  (16 valve). 

     

Torque <Nm/rpm> : 280 / 2000-2750  (8 valve). 

  320 / 2000-2750 (16 valve). 

   

   

Fuel system :  Bosch fuel-injection-Common Rail. 

 

Ignition system :  Diesel. 

 

Knock control :  Diesel. 

 

Features:  

• 4-cyl.In-line water cooled engine with one belt driven  
overhead camshaft (120 Hp engine ), resp. two, belt 
driven, overhead camshafts (150 Hp engine). 

• 2-valves per cylinder (120 Hp). 

• 4-valves per cylinder(150 Hp). 

• 5-bearing crank-shaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• Variabel geometry Turbo charger - 150 Hp engine.  

• Inter-cooler.  
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Engine specifications  SAAB 9-3 Gen 2. 

Car model : SAAB 9-3 2.8 V6 

     

Year model : M06 – 10 

 

Engine type : GM V6, transverse. 

 

Cylinder volume <cc> : 2792 

 

Cylinder diameter <mm>: 89 

 

Stroke <mm> : 74,8 

 

Compression ratio <є> :   9,5:1 

 

Power <Hp/rpm> :  
   230/5500     250/5500     255/5500    280/5500 
 M06           M06-07        M08-10        M08-10 

    

Torque < Nm/rpm> :  

    320/1800    350/1800    350/1800    400/1900 

   

Fuel system : Bosch Motronic.  

 

Ignition system : Bosch. 

 

Knock control : Bosch. 

 

Features:  

• 6-cyl .water cooled V6-engine , 60° between each 
cylinder bank. 

• Twin, chain driven ,overhead camshafts per cylinder 
bank. 

• 4-valves per cylinder. 

• 4-bearing  crank-shaft. 

• Engine block and cylinder- head in aluminium. 

• Single turbo-charger, charging from both cylinder 
banks.  

• Inter-cooler. 
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Engine specifications  SAAB 9-3 Gen 2. 

Car model : SAAB 9-3 1.9 TTiD 

     

Year model : M08 – 12  

 

Engine type : GM/Fiat R4 , transverse 

 

Cylinder volume <cc> : 1910 

 

Cylinder diameter <mm>: 82 

 

Stroke <mm> : 90,4 

 

Compression ratio <є> :   16,5:1 

 

Power <Hp/rpm> : 180 / 4000            (M08-10) 

  130 &160/4000   (M11-12) 
    

Torque <Nm rpm> : 400 /1850-2750  (M08-10) 

  320/1850-2750   (M11-12)
 360/1750-3250   (M11-12) 
   

   

Fuel system : Bosch Multi-Direct injection. 

 

Ignition system : Diesel . 

 

Knock control : Diesel .  

 

Features:  

• 4-cyl.In -line water cooled engine with twin belt driven  
overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron, cylinder- head in aluminium.  

• Variable geometry, twin turbo chargers. 

• Inter-cooler. 

• Particle filter -Self cleaning , service free. 
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Engine specifications  SAAB 9-3 Gen 2. 

Car model : SAAB 9-3  2.0t BioPower 

     

Year model : M07 – 12 

 

Engine type : GM R4, transverse 

 

Cylinder volume <cc> : 1998 

 

Cylinder diameter <mm>: 86 

 

Stroke <mm> : 86 

 

Compression ratio <є> :   9,5:1 

 

Power <Hp/rpm> : 175 / 5500 

     

Torque <Nm/rpm> : 265 / 2500 

   

   

Fuel system : SAAB Trionic. 

 

Ignition system : SAAB Trionic.  

 

Knock control : SAAB Trionic. 

 

Features:  

• 4-cyl.In-line water cooled engine with twin, chain 
driven, overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block and cylinder- head in aluminium. 

• 2-balance shafts. 

• Inter-cooler. 

• Adapted for E85. 
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Engine specifications  SAAB 9-3 Gen 2. 

Car model : SAAB 9-3  2.0T BioPower 

     

Year model : M07 – 12 

 

Engine type : GM R4, transverse 

 

Cylinder volume <cc> : 1998 

 

Cylinder diameter <mm>: 86 

 

Stroke <mm> : 86 

 

Compression ratio <є> :   9,5:1 

 

Power <Hp/rpm>  : 200 / 5500 

     

Torque <Nm/rpm> : 300 / 2500-4000 

   

   

Fuel system : SAAB Trionic. 

 

Ignition system : SAAB Trionic.  

 

Knock control : SAAB Trionic. 

 

Features:  

• 4-cyl.In-line water cooled engine with twin, chain 
driven, overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block and cylinder-head in aluminium. 

• 2-balance shafts. 

• Inter-cooler. 

• Adapted for E85. 
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Engine specifications  SAAB 9-3 Gen 2. 

Car model : SAAB 9-3  2.0 Aero 

     

Year model : M11 

 

Engine type : GM R4, transverse. 

 

Cylinder volume <cc> : 1998 

 

Cylinder diameter <mm>: 86 

 

Stroke <mm> : 86 

 

Compression ratio <є>:   9,5:1 

 

Power <Hp/rpm>: 220 / 5500 

     

Torque <Nm/rpm> : 300 / 2500-4000  

   

   

Fuel system : SAAB Trionic. 

 

Ignition system : SAAB Trionic.  

 

Knock control : SAAB Trionic. 

 

Features:  

• 4-cyl.In- line water cooled engine with twin, chain 
driven, overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crankshaft. 

• Engine block and cylinder-head in aluminium. 

• 2-balance shafts. 

• Inter-cooler. 

• Adapted for E85. 
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Engine specifications  SAAB 9-5  Gen 2. 

Car model : SAAB 9-5 2.0 T 

     

Year model : M10-11 

 

Engine type : GM R4, transverse. 

 

Cylinder volume  <cc> : 1998 

 

Cylinder diameter <mm>: 86 

 

Stroke <mm> : 86 

 

Compression ratio <є>:   9,5:1 

 

Power <Hp/rpm> : 220 / 5300 

 

Torque <Nm/rpm> : 350 / 2500 

   

Fuel system : Bosch Motronic. 

 

Ignition system : Bosch Motronic. 

 

Knock control : Bosch Motronic. 

 

Features:  

• 4-cyl.In-line water cooled engine with twin, chain 
driven, overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron, cylinder-head in aluminium. 

• 2-balance shafts. 

• Inter-cooler. 

• M12 adapted for E85. 
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Engine specifications  SAAB 9-5  Gen 2. 

Car model : SAAB 9-5 2.8 T 

     

Year model : M10-11 

 

Engine type : GM V6, transverse 

 

Cylinder volume <cc> : 2792 

 

Cylinder diameter <mm>: 89 

 

Stroke <mm> : 74,8 

 

Compression ratio <є> :   9,5:1 

 

Power <Hp/rpm> : 300 / 5500 

 

Torque <Nm/rpm> : 400 / 2000 

   

Fuel system : Bosch Motronic. 

 

Ignition system : Bosch Motronic. 

 

Knock control : Bosch Motronic.  

 

Features:  

• 6-cyl water cooled  V6 –engine, 60° between each  
cylinder bank. 

• Twin, chain driven, overhead camshafts per cylinder 
bank. 

• 4-valves per cylinder. 

• 4-bearing crank-shaft. 

• Cylinder block and cylinder-head in aluminium. 

• Single turbo-charger, charging from both cylinder 
banks.  

• Inter-cooler. 
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Engine specifications  SAAB 9-5  Gen 2. 

Car model : SAAB 9-5 TiD 

     

Year model : M10-11 

 

Engine type : GM R4, transverse 

 

Cylinder volume <cc> : 1956 

 

Cylinder diameter <mm>: 83 

 

Stroke <mm>: 90,4 

 

Compression ratio <є>:   16,5:1 

 

Power <Hp/rpm> : 160 / 4000 

 

Torque <Nm/rpm> : 350 / 1750-2500 

   

Fuel system : Bosch. 

 

Ignition system : No  (diesel). 

 

Knock control :  No. 

 

Features:  

• 4-cyl.In–line water cooled engine with twin, belt driven 
, overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-Iron, cylinder-head in aluminium. 

• Variable geometry Turbo charger.  

• Inter-cooler. 

• Particle–filter, self -cleaning, service free. 
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Engine specifications  SAAB 9-5  Gen 2. 

Car model : SAAB 9-5 TTiD 

     

Year model : M10-11 

 

Engine type : GM R4, transverse 

 

Cylinder volume <cc> : 1956 

 

Cylinder diameter <mm>: 83 

 

Stroke<mm> : 90,4 

 

Compression ratio <є> :   16,5:1 

 

Power <Hp/rpm> : 190 / 4000 

 

Torque<Nm/rpm> : 400 / 1750-2500 

   

Fuel system : Bosch. 

 

Ignition system : No (diesel). 

 

Knock control:  No. 

 

Features:  

• 4-cyl.in-line water cooled engine with twin, belt driven, 
overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron,cylinder-head in aluminium. 

• Variable geometry Turbo-charger.  

• Inter-cooler. 

• Particle -filter, self cleaning, service free.  
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Engine specifications  SAAB 9-5  Gen 2. 

Car model : SAAB 9-5 1.6 T 

     

Year model : M11  

 

Engine type : GM R4, transverse 

 

Cylinder volume <cc> : 1598 

 

Cylinder diameter <mm> : 79 

 

Stroke <mm> : 81,5 

 

Compression ratio <є> :   8,8:1 

 

Power  <Hp/rpm> : 180 / 5500 

 

Torque <Nm/rpm> : 230 / 2200  

   

Fuel system : Bosch Motronic. 

. 

Ignition system : Bosch Motronic.  

 

Knock control : Bosch Motronic. 

 

Features:  

• 4-cyl.in-line water cooled engine with twin, belt driven 
, overhead camshafts. 

• 4-valves per cylinder. 

• 5-bearing crank-shaft. 

• Engine block in cast-iron, cylinder-head in aluminium. 

• Inter-cooler. 
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